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Through its Responsible Aquaculture Program, GAA has
recommended a range of water quality standards for shrimp farm
e uents. Part of a series, this article addresses Total Suspended
Solids (TSS).
Solids in water are either in true solution or suspended. Suspended solids remain in suspension because they are so
small and light. Turbulence resulting from wind and wave action in impounded water, or the movement of owing
water helps maintain particles in suspension. When turbulence decreases, coarse solids quickly settle from water. Very
small particles, however, may have colloidal properties, and can remain in suspension for long periods even in
completely still water.
The distinction between suspended and dissolved solids is somewhat arbitrary. For practical purposes, ltration of
water through a glass ber lter with openings of 2 μ is the conventional way of separating dissolved and suspended
solids. Dissolved solids pass through the lter, while suspended solids remain on the lter.
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High rates of erosion from wave action greatly increase inorganic suspended solids loads in ponds.

Inorganic and organic particles
Inorganic suspended solids in shrimp pond waters consist primarily of soil particles. Sand and silt particles settle
rapidly, and smaller clay particles generally comprise most of the suspended inorganic particles in pond water.
However, when ponds are drained, the nal 20 to 25 percent of the drained water contains mixed particles
resuspended from pond bottoms by seining activities and maintained in suspension by the turbulence of out owing
water.
Organic particles in pond waters include living bacteria, phytoplankton, zooplankton, and the dead remains of these
organisms. Organic particles also result from uneaten feed, feces of culture organisms, sediment resuspension and
other sources.

Limiting concentrations of solids
There are several reasons to limit concentrations of suspended solids in e uents. Suspended solids in e uents can
create a plume of discolored water in receiving water bodies. If the plume covers a large area, a decrease in light
penetration and phytoplankton productivity in the receiving water can occur.
Restriction of light is also harmful to sea grasses, coral reefs, and other sensitive underwater habitats. Most manuals
on water quality criteria suggest the allowable change in total suspended solids or turbidity should not be greater than
10 percent of the seasonal mean concentration in order to prevent adverse impacts on aquatic organisms.
Suspended solids can settle and accumulate in areas around e uent outfalls. Shallow water conditions resulting from
sedimentation may interfere with local navigation, shing, and other bene cial uses. Where e uent is directed into
mangrove stands, excessive sedimentation can stress or kill trees. Rapid sediment accumulation also can bury benthic
organisms and smother them.
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Water quality standards: Total Ammonia
Nitrogen
For seawater or brackish water aquaculture management, the salicylate
method is best for total ammonia nitrogen analysis.

Global Aquaculture Alliance

Oxygen demand
Living plankton and bacteria in aquaculture pond e uents normally do not settle rapidly. Their density is only slightly
greater than water, and some planktonic organisms have special mechanisms such as gas vacuoles, projecting
appendages, or even mobility to help them remain in the upper, illuminated water layer. Where plankton and bacteria
increase in the water column around outfalls, dissolved oxygen concentration decreases, especially at night.
Dead organic particles do not settle as rapidly as mineral soil particles because they are less dense. Such particles in
the water column increase oxygen demand, and if dead organic matter accumulates in sediment, the sediment oxygen
demand will also increase. High sediment oxygen demands result in anaerobic conditions that cause undesirable
changes in aquatic communities. Toxic metabolites can enter the water from anaerobic sediment and harm sensitive
aquatic animals.

Measuring solids
The most reliable method of measuring total suspended solids is to remove the suspended solids by ltration and
measure their concentration by gravimetry. In the analysis, a known volume of water is passed through a lter, and the
dry weight of the residue retained on the lter is measured.
For example, suppose a 100-ml water sample is passed through a glass ber lter weighing 2 grams. The lter and
residue are then dried at 102 degrees-C, and after cooling weigh 2.01 grams. The weight of the residue is therefore
0.01 grams (10 mg).
The residue was from 100 ml of water, so the number of mg in 1 liter of water would be 10 times greater than for the
sample. Thus, the total suspended solids concentration is 100 milligrams per liter (or 100 ppm, because 1 milligrams
per liter is equivalent to 1 ppm). It is important to remember that particles will settle from water held in sample bottles.
Thus, bottles containing samples for total suspended solids analysis should be thoroughly agitated before water is
poured and measured.
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The equipment needed for measuring total suspended solids includes lters, 100-ml graduated cylinders, lter holders,
a vacuum source, drying oven, semi-micro analytical balance, and desiccator. This equipment is expensive, and a welltrained analyst is needed to make the analyses. Thus, in many cases, it may be more accurate and less expensive to
have analyses made by a private laboratory.
There are instruments that provide direct estimates of total suspended solids concentrations based on turbidity.
However, measurements made by this procedure are not as reliable as those made by ltration and gravimetry, and
usually are not acceptable for demonstrating compliance with e uent standards.

Recommended concentration limits
GAA recommends an initial concentration limit for total suspended solids in shrimp farm e uents of 100milligrams
per liter, with a required target limit of 50 milligrams per liter to be attained as soon as feasible. E uents from
aquaculture ponds often exceed 100 milligrams per liter, so compliance with the total suspended solids limit will
require effort on the part of farm managers.
The concentrations of total suspended solids in shrimp pond water can be minimized by removal of suspended solids
from incoming water by sedimentation, measures to prevent erosion of embankments and bottoms of ponds,
prevention of excessive plankton blooms, and minimizing the suspension of sediment during draining to harvest
ponds.

Settling basins and sedimentation
E uents can be passed through settling basins to lower suspended solids concentrations before nal discharge.
Settling basins are especially e cient for treating shrimp farm e uents, because the high concentrations of positively
charged ions (cations) in seawater and brackishwater tend to neutralize the negative charges on suspended clay
particles. When these negative charges are neutralized, the clay particles occulate and the particles of oc become
heavy enough to settle from the water.
Sedimentation aids such as aluminum sulfate, lime and selected organic colloids often used in wastewater treatment
are not needed in shrimp farm settling basins. Plankton cannot be removed e ciently by sedimentation.
Settling basins are e cient and cost-effective in reducing solids, although they ll in with sediment over time, and this
sediment must be removed. A plan for environmentally responsible disposal of solids from settling basins should be
prepared and implemented.

Through its Responsible Aquaculture Program, the Global Aquaculture Alliance has recommended water quality
standards for shrimp farm e uents that include values for pH, total suspended solids, total phosphorus, total
ammonia nitrogen, ve-day biochemical oxygen demand, and dissolved oxygen. Part of a series, this article discusses
total suspended solids.
(Editor’s Note: This article was originally published in the April 2001 print edition of the Global Aquaculture Advocate.)
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